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Date: N'ovember 1, 1994 Supersedes: FWD-4

Sub,ject:

This directive details tht~ data handling and processing steps that the RCOCs must follow from
the time raw FWD data are collected, until they are successfully loaded into the Regional
Information Management System (RIMS).

1. FWD operators will make three complete backup copies of L TPP FWD data files using
FastBack Plus (v6.0) and/or PKZIP (v2.04g). Two of the copies will be created on
floppy diskette, and the third copy will be created on floppy diskette .QI the FWD
computer hard drive. Acceptable data backup options include the following:

.

Create three copies on floppy diskette using FastBack Plus;

.

Create th]~ee copies pn floppy diskette using PKZIP; or

.

Create two of the copies on floppy diskette using FastBack Plus .9..r PKZIP and
the third copy on the FWD computer hard drive using PKZIP.

One backup copy on floppy. diskette is to be transmitted to the RCO along with the
following: (1) the printed copy of the deflection data generated by the FWD during the
actual testing and (2) the backup history report Qf all files generated (if FastBack Plus
was used).. '

The remaining two copies will serve as backlJps should the copy sent to the RCO be lost
or damaged. One of these copies must be removed from the FWD tow vehicle whenever
the FWD operator is not with the testing equipment.
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2.

3.

4,

5 FWDCHECK must be run on the *.PKS files. Results (*.RES files) generated from
FWDCHECK contain 'comments' that must be loaded into RIMS.

6.

After successful loading of the data into the RIMS, all *.FWD, *.OUT, *.PKS, and
*.RES files must be archived to oQticaldisk. The FWDLOAD.LOG should be printed
'clOd the file can then be deleted. Also, once the *.FWD, *.OUT, *.PKS, and *.RES
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files have been archiveq to optical disk, RCO personnel may reuse the backup floppy
diskette received from the field.

Rationalization:

*.FWD -
*.OUTo -

*.PKS ~

*.RFS -

source of all of the following files.
archival proof that thc: file conformed to test procedures, whether
it successfully loads into the IMS or not.
due to popular demand, easy means of supplying boiled down
version of the deflection data.
analytical FWDCHECK results from the *.FWD files.
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